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This paper presents the experimental verification of a 2 kW battery energy storage system (BESS).The BESS comprises a full-bridge
bidirectional isolated dc-dc converter and a PWM converter that is intended for integration with a photovoltaic (PV) generator,
resulting in leveling of the intermittent output power from the PV generator at the utility side. A phase-shift controller is also
employed tomanage the charging and discharging operations of the BESS based on PV output power and battery voltage.Moreover,
a current controller that uses the 𝑑-𝑞 synchronous reference frame is proposed to regulate the dc voltage at the high-voltage side
(HVS) to ensure that the voltage ratio of the HVS with low-voltage side (LVS) is equivalent to the transformer turns ratio. The
proposed controllers allow fast response to changes in real power requirements and results in unity power factor current injection at
the utility side. In addition, the efficient active power injection is achieved as the switching losses areminimized.The peak efficiency
of the bidirectional isolated dc-dc converter is measured up to 95.4% during battery charging and 95.1% for battery discharging.
1. Introduction
Current grid codes for low-voltage grid-connected PV sys-
tems consider a low PV penetration and in many countries
stipulate the regulation for anti-islanding and total harmonic
distortion of injected current to be less than 5%. A high
penetration of PV systems will require strict adherence to the
grid codes because a large amount of varying active power
will result in frequency variations and eventually instability
of the power grid.Therefore, the integration of battery energy
storage system, a type of high energy density storage device,
is needed to level the output power from PV generators.
Moreover, future grid codes are expected to include the fault
ride-through (FRT) capability and reactive power injection
of the PV systems [1]. Battery energy storage systems could
be employed to absorb active power from PV during the FRT
conditions.
A bidirectional isolated dc-dc converter with high-
frequency galvanic isolation is one of the technologies that
enables the integration of energy storage devices such as
batteries and electric double-layer capacitors to the utility
grid [2–6].The bidirectional operation of the converter easily
charges and discharges energy storage devices. Moreover,
the high-frequency galvanic isolation increases the power
density and the reliability of the energy storage system. The
efficiency of the bidirectional isolated dc-dc converter has
improved since the converter was introduced in 1991 [7]. At
that time, the first generation of IGBT suffered from high
switching losses. The performance of the latest-generation
IGBT improved in device switching losses. Furthermore,
superjunctionMOSFET has a low on-state resistance𝑅DS[ON]
that further reduces conduction loss of the switching device
[2].
A 6 kW, a 10 kW, and a 100 kWbidirectional isolated dc-dc
converter achieved maximum efficiency of 96.9% [3], 97.4%
[4], and 98.7% [5], respectively. The authors of [5] showed
that, with the usage of silicon carbide MOSFETs, the perfor-
mance of the bidirectional isolated dc-dc converter is greatly
improved as compared to the dc-dc converter using silicon-
based switching devices. The dc-dc converter operation is
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Figure 1: The experimental configuration of the BESS in charging mode. 𝐿AC = 5mH (7.85%) and 𝐶F = 1 𝜇F, on a three-phase 150V, 2 kW,
and 50Hz base.
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Figure 2: The experimental configuration of the BESS in discharging mode. 𝐿AC = 5mH (7.85%) and 𝐶F = 1 𝜇F, on a three-phase 150V,
2 kW, and 50Hz base.
optimum only when the voltage ratio of the HVS and LVS
is equal to the turn ratio of the transformer. Otherwise, the
circulating current will be high, leading to an increase in
switching loss due to high peak switching current and high
turn-off overvoltage across the semiconductor switches. The
circulating current should beminimized so that the efficiency
of the converter is maintained high in applications with a
broad range of operating voltage.Therefore, a reliable control
system is required to adjust the voltage of HVS with respect
to the voltage of LVS of the converter so that the voltage
ratio of the HVS with LVS is close to the transformer turns
ratio.
This paper describes a battery energy storage system
(BESS) that consists of a battery unit, a bidirectional isolated
dc-dc converter, and a PWM converter that can be applied
to regulate the output power of a PV system. This paper
verifies the feasibility of operating a 2 kWBESS that responds
the changes of a varying PV output power. In order to
achieve this purpose, a current controller that uses 𝑑-𝑞
synchronous reference and also a phase-shift controller are
employed. The main function of the current controller is to
regulate the voltage at HVS to maintain the voltage ratio
of the HVS with LVS equal to the transformer turns ratio.
The phase-shift controller is also employed to control the
charging and discharging modes of the battery based on
PV output power and battery voltage. Consequently, the
operation of the both control systems maintains the grid-
injected power at a constant value. Reference [8] has shown
only the simulation results of the proposed system.This paper
aims to validate the proposed system by the construction
of a laboratory prototype and to show that the controllers
have fast response and are feasible to be integrated with a PV
system.
2. Experimental System
Figures 1 and 2 present the experimental circuit of the
charging and discharging modes of the proposed BESS,
respectively. The system consists of a three-phase PWM
converter, a 2 kW bidirectional isolated dc-dc converter, and
a three-phase resistive load bank. The PWM converter is
connected at ac sidewith a 150V, 50Hz power supply through
ac-link inductors 𝐿AC and filter capacitors 𝐶F. The proposed
operating voltage of the battery, 𝑉B, varies between 50V
and 60V, and at the HVS, 𝑉D1 is regulated between 300V
and 360V to adjust the ratio HVS and LVS close to the
transformer turns ratio. In Figure 1, a single-phase resistive
load bank is used to represent the battery bank that is
being charged. In Figure 2, a three-phase resistive load is
connected in delta configuration at the ac side to verify the
BESS in the dischargingmode. Table 1 summarizes the system
parameters.
The BESS is sized for active power injection of up to 2 kW.
The power transfer, 𝑃D, of the BESS can easily be controlled
by adjusting the phase-shift angle 𝛿 between two ac voltages
V1 and V2 and it is expressed as
𝑃D = 𝑉D1𝑉B𝜔𝐿 𝛿(1 − |𝛿|𝜋 ) , (1)
where𝑉D1 is the voltage at HVS,𝑉B is the battery voltage, 𝜔 is
the angular switching frequency, and 𝐿 is the total inductance
including the leakage inductance of the transformer and
auxiliary inductances referring to the high-voltage side. The
dc-dc converter is operating in charging mode when voltage
V1 leads voltage V2. During the charging mode, 𝛿 is denoted
as positive. When operating in the discharging mode, voltage
V2 leads voltage V1, and 𝛿 is denoted as negative.
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Figure 3: Photo of the experimental setup at the laboratory.
Table 1: Circuit parameters of the bidirectional isolated dc-dc
converter.
Rated power 𝑃D 2 kW
Transformer turn ratio 𝑁 6 : 1
Auxiliary inductor (HVS) 𝐿AH 40 𝜇H (1.55%)
Snubber capacitor (HVS) 𝐶SH 10 nF
DC capacitor (HVS) 𝐶D1 2mF
Auxiliary inductor (LVS) 𝐿AL 40𝜇H (55.83%)
Snubber capacitor (LVS) 𝐶SL 150 nF
DC capacitor (LVS) 𝐶D2 9.6mF
Switching frequency 𝑓 4 kHz
HVS is based on 360V, 4 kHz, and 2 kW.
LVS is based on 60V, 4 kHz, and 2 kW.
Bridge 1 consists of four 600V, 40A superjunctionMOS-
FETs (TK40J60U). A film capacitor 𝐶SH is connected in
parallel with each of the superjunction MOSFETs to achieve
zero-voltage turn-on and to minimize turn-off overvoltage
across the switching devices.The on-state resistance,𝑅DS(ON),
is as low as 65mΩ.
Bridge 2 consists of four 100V, 200A superjunction
MOSFETs (IXFN200N10P). 𝑅DS(ON) is as low as 7.5mΩ. A
film capacitor 𝐶SL is connected in parallel with each of the
four MOSFETs to reduce its switching loss and to damp out
any overvoltage.
The PWM converter consists of six 600V, 20A Field Stop
IGBTs (FGH20N60UFD). The saturation voltage is as low as
1.8 V. The IGBTs have internal parallel diodes.
During the experiment, a three-phase portable power
supply [KOSIJAYA, model: KA19530] was used for supply-
ing the three-phase voltage. A real-time interface system
dSPACE with DS1104 control card, which consists of Texas
Instruments TMS320F240 subprocessor and the Power PC
603 e/250MHz main processor, is used for implementing
the proposed current controller. This dSPACE control desk
works together with MathWorks MATLAB/Simulink R2011b
real-time workshop and real-time interface (RTI) control
cards to implement the proposed PWM controller. Another
real-time system, Texas Instrument TMS F28335 controller
board, is used as the controller of the bidirectional isolated
dc-dc converter. Figure 3 presents the photo of the actual
experiment setup for battery charging. Further details on the
implementation of the controllers are presented in Section 3.
3. Control System
Figure 4 presents the overall control system of the proposed
BESS. Even though the control system has been presented in
[8], it is explained in this paper for the sake of completeness
and easy referencing. The controller is designed to regulate
the power at the low-frequency ac side or the so-called “point
of common coupling (PCC)” of the dc-dc converter at 2 kW.
The phase-shift controller monitors the output power of PV,
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𝑃PV, to determine the desired output power from the BESS
such that
𝑃BESS = 𝑃PCC − 𝑃PV. (2)
The controller also considers the battery voltage, 𝑉B, and the
HVS dc-link voltage, 𝑉D1. Then it determines the required
phase-shift angle, 𝛿, needed to level the PV output power
by charging or discharging the battery. Note that, in the
experiment, the PV output power is arbitrary and the mod-
eling of PV generation system is outside the scope of this
paper.
Figure 5 shows the typical operating modes of a BESS,
which are the charging, discharging, and standby modes.
When the PV output power is less than 2 kW, the controller
checks the battery voltage. If the battery voltage is between
50V and 60V (50V < 𝑉B ≤ 60V), the BESS is operated in
the discharging mode. When the PV output power is more
than 2 kW, the controller checks the battery voltage. If the
battery voltage is equal to or less than 60V (𝑉B ≤ 60V), the
BESS is operated in the charging mode to absorb the surplus
power. When the output power of PV is 2 kW, the BESS goes
to standbymode by changing the phase-shift angle to zero. As
shown in Figure 4, there are two other conditions where the
BESS goes on standby mode to protect the battery bank from
being overcharged and overdischarged:
(i) When the battery voltage is less than 50V and 𝑃PV is
less than 2 kW
(ii) When the battery voltage is more than 60V and 𝑃PV
is more than 2 kW
Figure 6 presents the control system of the bidirectional
isolated dc-dc converter.The battery is charged or discharged
by the bidirectional isolated dc-dc converter connected to
the PWM converter. Accordingly, the control system deter-
mines the required power in order to regulate the PCC
power at 2 kW. The principal of this operation is based on
(1).
The controller monitors 𝑃PV, 𝑉D1, and 𝑉B. By using (1), 𝛿
will be obtained for both charging and discharging modes as
follows:
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Battery charging 󳨀→ 𝛿 = −𝜋2 + √𝜋
2
4 + 𝜔𝜋𝐿𝑃D𝑉D1𝑉B𝑁
Battery discharging 󳨀→ 𝛿 = 𝜋2 − √𝜋
2
4 − 𝜔𝜋𝐿𝑃D𝑉D1𝑉B𝑁.
(3)
Equations (3) are used to calculate the desired phase-shift
angle to achieve the required active power during charging
and discharging modes of the battery [3].
Figure 7 illustrates the overall controller connection of
the dc-dc converter. The specified phase-shift modulation
frequency is 4 kHz and the system clock frequency of theDSP
F28335 is 150MHz. The phase-shift angle is calculated in the
DSP.The gate driver forHVS provides four signals of 0 to 15V,
while the gate driver for LVS provides four signals of −7V
to 15V to avoid any accidental turn-on at the LVS because
any parasitic inductance effect can be amplified with a higher
current flow.
In order to minimize a high circulating current in the
converter, a large mismatch between the transformer turns
ratio and the voltage ratio of theHVS and LVS dc sides should
be prevented. Therefore, a current controller is designed to
regulate the voltage across the dc-link capacitor 𝐶D1 using
the three-phase 𝑑-𝑞 synchronous reference frame control
technique. Accordingly, the controller monitors𝑉B and keeps𝑉D1 at a level where the voltage ratio between 𝑉D1 and 𝑉B is
close to the transformer turns ratio.
Figure 8 shows the control system of the PWM converter.
The employed control system regulates the three-phase cur-
rents, 𝑖a, 𝑖b, and 𝑖c, to achieve unity power factor and to
regulate the dc-link voltage𝑉D1 at a reference voltage equal to
the transformer turns ratio multiplied by the battery voltage
Table 2: The gains of the three PI controllers.
PI1 PI2 PI3
Proportional gain 𝐾𝑝 0.1 0.9 0.9
Integral gain 𝐾𝑖 5 0.01 0.04
𝑉B. The detailed derivation of the controller model has been
presented in [8]. Table 2 presents the parameters of each PI
controller.The parameters𝐾𝑝 and𝐾𝐼 are selected by trial and
error method.
Figure 9 presents the implementation of the PWM con-
verter control system that consists of three main blocks that
are the sensors, the dSPACEDS1104 controller, and the PWM
converter. Two-phase ac currents and ac voltages are sent to
the ADCport and the third current and voltage are calculated
in MATLAB/Simulink environment. The measured HVS dc-
link voltage is also sent to the ADC port. The carrier signal
has a frequency of 10 kHz and the modulation index is 0.9.
In addition, the dead time of the PWM converter is 1 𝜇s. The
SPWM signals are fed to the gate drivers to trigger the IGBTs.
4. Experimental Results
The experimental prototype and the control systems are built
based on Figures 1 and 2. The parameters and gains are
summarized in Tables 1 and 2, respectively. The BESS system
is designed to supply a constant power of 2 kW into the grid
at the PCC.
Figure 10 illustrates the dc operating waveforms of the
BESS during changes of the PVoutput power.The step change
is assumed to be from 2.5 kW to 2.8 kW.The battery voltage is
constant at 50V, and subsequently voltage 𝑉D1 is regulated at
300V by operation of the control system.TheBESS is charged
with 500W when 𝑃PV = 2.5 kW. Accordingly, the BESS is
charged with 800W when 𝑃PV = 2.8 kW to level the PV
output power at the PCC. The transient response caused by
the step change in power demand lasts for 70ms. This shows
that the controller reacts fast and is feasible for PV output
leveling.
Figure 11 shows the ac voltage and current waveforms
at the HVS and LVS of the transformer when the BESS
power transfer is changed from −500W to −800W.There are
changes to the phase-shift angle from 𝛿 = −13.82∘ (−0.241 rad)
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to 𝛿 =−21.5∘ (−0.375 rad) during the change in power transfer
requirement. The maximum voltages of transformer at the
LVS and HVS are close to the transformer turns ratio, which
are 50V and 300V, respectively. The LVS have a so-called
“flat top” current that reduces the rate of change of the
current 𝑖2 over the time interval of conduction. Thus, this
will minimize the peak switching current, which leads to
a lower switch turn-off overvoltage and improve converter
efficiency.
Figure 12 presents the operation of the BESS when PV
output power varies from 1.5 kW to 1 kW.The battery voltage
is constant at 60V and voltage VD1 is regulated at 360V
by operation of the control system. Initially, when 𝑃PV =
1.5 kW, 𝑃D = 500W to regulate the power at the 𝑃PCC to 2 kW.
When the PV output changes to 1 kW, the BESS transfers
1 kW to the PCC to level the PV output. The transient
response caused by the step change in power demand lasts
for 100ms, and the peak of the transient current at the LVS is
22A.
Figure 13 shows that the magnitude of the phase-shift
angle 𝛿 is increased from 8.63∘ (0.151 rad) to 21.9∘ (0.382 rad)
during the discharging mode. Voltage V2 leads V1 in the
discharging mode. Low-side transformer voltage is 60V and
high-side transformer voltage is 360V. This shows that the
controller is able to regulate the voltage of HVS according
to the transformer turns ratio. At the HVS, current 𝑖1
is low and hence would not cause significant amount of
switching loss. The LVS current appears as having the so-
called “flat top.” It reduces the rate of change of the current,𝑖2, over the time interval of conduction. Thus, this will
minimize the peak switching current, which can cause a
higher switch turn-off overvoltage, thus improving converter
efficiency.
Figure 14(a) presents the three-phase ac current during
the charging of BESS. The transient of the ac current lasted
for 200ms. Figure 14(b) presents the ac voltage. The THD of
voltage during charging of the 𝐶D1 is around 2% and during
the discharging operation of the dc-dc converter the THD is
1%. The THD of grid current is measured with FLUKE 1735
Power Logger. The accuracy of this power logger is ±0.2% of
its full scale.
Figure 15 shows the enlarged ac voltage and current
during the charging operation of the BESS at the power of
1 kW and battery voltage of 60V. The synchronized voltage
and current waveforms show that the power factor is close to
unity.
Figure 16 shows the converter efficiency when the BESS
is operating in the charging and discharging modes. The
efficiency of the dc-dc converter in the discharging mode
is measured by choosing the LVS as the input and HVS as
the output. On the other hand, the efficiency of the dc-dc
converter in the charging mode is measured by choosing
the HVS as the input and LVS as the output. At battery
charging, the measured converter efficiency peaks at 95.4%
at 𝑃D = −400W. At battery discharging, measured converter
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efficiency peaks at 94.9% at𝑃D = 600W.Thebattery voltage is
60V for discharging mode and the battery voltage is 50V for
charging modes. Efficiency is low during low power transfer
as the current is low.
At low current levels, the current could not reach the
minimum required current for ZVS [4]. Thus, hard switch-
ing occurs. Furthermore, the efficiency increases when the
current exceeds the minimum current for ZVS. At the rated
power, the current increases, increasing the conduction losses
and reducing the converter efficiency. The efficiency of the
dc-dc converter is measured with YOKOGAWA WT1800
Precision Power Analyzer. The accuracy of this power logger
is ±0.2% of its full scale.
5. Conclusion
This paper proposed a 2 kW BESS for integration with a
PV generator that is based on a bidirectional isolated dc-
dc converter and a PWM. The feasibility of the proposed
system is verified via experimental results. The proposed
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current controller regulates the voltage ratio of the HVS
with LVS of the dc-dc converter equal to the transformer
turns ratio. Accordingly, the switching losses are minimized
to achieve an efficient power injection. The phase-shift con-
troller manages the charging and discharging modes of the
BESS to provide the required amount of power.The proposed
BESS operates with unity power factor, injected current
total harmonic distortion of less than 5%, and fast dynamic
response.
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